
Felhasználási terület
A GAMMA LED LÁMPATESTCSALÁD IP65 VÉDETTSÉGE ALAPJÁN POROS, PÁRÁS KÖRNYEZETŰ 
HELYISÉGEK: FEDETT PARKOLÓK, MOSDÓK, IPARI LÉTESÍTMÉNYEK, KÖZINTÉZMÉNYEK KISZOLGÁ-
LÓ HELYISÉGEINEK ÁLTALÁNOS VILÁGÍTÁSÁRA AJÁNLOTT. KÖNNYŰ FELSZERELÉS, A  LÁMPATEST 
SZÉTSZERELÉSE NÉLKÜL ELVÉGEZHETŐ, ELEKTROMOS BEKÖTÉSE A LÁMPATEST HÁTOLDALÁN KI-
ALAKÍTOTT LEHAJTHATÓ FEDELŰ REKESZBE TÖRTÉNHET.
Anyag
LÁMPATESTHÁZ: FRÖCCSÖNTÖTT POLICARBONÁT ( PC)
LÁMPATEST BURA OPÁL POLICARBONÁT ( PC )
TÖMÍTÉS: LÁMPATESTHÁZBAN ELHELYEZETT ÖREGEDÉSÁLLÓ POLIURETÁN
RÖGZÍTÉS
A LÁMPATESTEK MENNYEZETRE SZERELHETŐK.
A VEGYI HATÁSNAK KITETT KÖRNYEZETBE TÖRTÉNŐ FELSZERELHETŐSÉG MEGÁLLAPÍTÁSÁHOZ A 
108. OLDALON TALÁLHATÓ VEGYSZERÁLLÓSÁGI TÁBLÁZATUNK NYÚJT SEGÍTSÉGET.

Field of application
The GAMMA LED range of luminaires based on its IP65 protection is suggested 
for general illumination of dusty, humid places: covered parking, lavatories, 
industrial facilities, serving places of public institutions. Easy installation; it can 
be done without the disassembling of the luminaire; its electrical wiring can be 
done in the folding lid compartment placed on the backside of the luminaire.
Base material
Housing of luminaire: injected polycarbonate (PC)
Diffuser: opal polycarbonate (PC)
Gasket: polyurethane placed in the housing of luminaire
Installation
The luminaires can be mounted into the ceiling.
TO DETERMINE IF THE LUMINAIRE IS APPLICABLE IN A CHEMICAL ENVIRONMENT, PLEASE SEE 
OUR CHEMICAL RESISTANCE TABLE ON PAGE 108.

GAMMA LED

3 év LED modul
5 év meghajtó  

garancia
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Gamma-10 LED 900 Gamma-20 LED 1800 Gamma-24 LED 2200

Típus

LED Modulok 
Névleges 

Fényárama (lm)
Színhőmérséklet

 (K) CRI Teljesítmény
A            

(mm)
C          

(mm)
D          

(mm)
Súly 
(kg) EnergiaosztályRendelési kód

70 101 000 501 GAMMA-10 LED 900 900 4000K >80 10W 220 65 204 0,5 A

70 101 000 502 GAMMA-20 LED 1800 1800 4000K >80 20W 280 71 263 0,7 A

70 101 000 503 GAMMA-24 LED 2200 2200 4000K >80 24W 350 81 332 1,1 A
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