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GAMMA LED
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3 év LED modul
» 5 év meghajto
garancia
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FELHASZNALASI TERULET ) ) ) ) o .

A GAMMA LED LAMPATESTCSALAD IP65 VEDETTSEGE ALAPJAN POROS, PARAS KORNYEZETU
HELYISEGEK: FEDETT PARKOLOK, MOSDOK, IPARI LETESITMENYEK, KOZINTEZMENYEK KISZOLGA-
LO HELYISEGEINEK ALTALANOS VILAGITASARA AJANLOTT. KONNYU FELSZERELES, A LAMPATEST
SZETSZERELESE NELKUL ELVEGEZHETO, ELEKTROMOS BEKOTESE A LAMPATEST HATOLDALAN KI-
ALAKITOTT LEHAJTHATO FEDELU REKESZBE TORTENHET.
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LAMPATESTHAZ: FROCCSONTOTT POLICARBONAT ( PC)

LAMPATEST BURA OPAL POLICARBONAT ( PC ) ik )

TOMITES: LAMPATESTHAZBAN ELHELYEZETT OREGEDESALLO POLIURETAN

ROGZITES

A LAMPATESTEK MENNYEZETRE SZERELHETOK. y ; Lo

A VEGYI HATASNAK KITETT KORNYEZETBE TORTENO FELSZERELHETOSEG MEGALLAPITASAHOZ A
108. OLDALON TALALHATO VEGYSZERALLOSAGI TABLAZATUNK NYUJT SEGITSEGET.

FIELD OF APPLICATION ! /

THE GAMMA LED RANGE OF LUMINAIRES BASED ON ITS IP65 PROTECTION IS SUGGESTED
FOR GENERAL ILLUMINATION OF DUSTY, HUMID PLACES: COVERED PARKIN
INDUSTRIAL FACILITIES, SERVING PLACES OF PUBLIC INSTITUTIONS. EAS
BE DONE HOUT THE DISASSEMBLING OF THE LUMINAIRE; ITS ELECT
IN THE FOLDING LID COMPARTMENT PLACED ON THE BACK ﬁ,"
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OF LUMINAIRE: INJECTED POLYCARBONATE (PC PP

TQPAL POLYCARBONATE (PC)
- ACED IN THE HOUSING OF LU
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INTO THE CEILING.
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70101 000 501 GAMMA-10 LED 9S00

900 4000K >80 10w

70101 000 503 GAMMA-24 LED 2200

2200 4000K >80 24W

GAMMA-10 LED S00

GAMMA-20 LED 1800

GAMMA-24 LED 2200
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